The Pachtsman

BOAT RACING ASSOCIATION

“A” CLASS ONE-DESIGN DINGHY SPECIFICATION
GENERAL.—Each boat is to be carefully built in strict accordance
- with the drawings and this specification, and the greatest care
must be taken to ensure that all boats are as nearly as possible
alike in every respect. Minor deviations from standard may

be permitted, at the discretion of the Council of the Association,

but all boats built for the same club’s class must be alike. In

no case will any deviation from the design be permitted as
regards model or weight ; if alternative materials be allowed,

the finished weight of each boat must not be less than that of

the standard. Notwithstanding any error in or omission from

the drawings and specification, each boat shall be built,
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KEEL.—To be of clean rock elm, or of pitch pine for fresh water.
Siding to be 2" amidships and in way of slot, tapered to 12" for-
wardand 13" aft. Moulding to be in accordance with drawing,
tapered from 7" aft to 15" forward. Hog to be of rock elm or
pitch pine, 4" by ¥” amidships, tapered same as keel ; to be
fixed by brass screws (2" No. 12) spaced about 4”.

STEM.—To be an English oak crook, 13" sided, scarphed to keel and
clenched up with three No. 6 copper nails, or the equivalent.
To be rabbetted as usual for planking, and the stem head to
be finished as per detail.

STERNPOST AND KNEE.—To be of English oak. The 11" post to
be stumped into hog, and the & knee to be clenched and dead
fastened with copper nails.
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equipped, and finished complete in every respect and so as to be
fit for use as a ‘* useful yacht’s centre-board dinghy.”” Unless

otherwise mentioned, all scantlings given are finished sizes.
During construction, each boat shall be open to inspection by
any person appointed by the Council of the Association, and such
person shall be permitted to take any measurements or other
particulars to check the accuracy of the worlk. Each boat shall
be built on moulds made from the ful] size drawings provided,
and the planking must fit such moulds properly and fairly
thronghout. When completed, and before formal delivery is
made, each boat must pass the inspection of the person
appointed by the Council of the Association.

DiMENsIoNs.—Tength overall 12'. Beam 4/ 8". Depth amidships
184", Sail area 100 sq. ft.

any, or teak, 2" thick, screwed to stern
post. A sculling notch to be cutas usual.

CENTRE-BOARD CaSE.—The slot for plate
to be left 1" wide in the clear. The
construction of case to be as per detail
drawing, with sides of kauri pine or
oregon pine 2" thick, stanchions of oak
or teak, capping of kauri pine, oregon
pine, mahogany, or teak. The work-
manship to be specially careful, to
ensure freedom from leakage. The
plate pivot to be a ¥ metal pin, with a
¢"bush on same, rivetted in place with
washers each side of case,

PLANKING.—To be of selected and well
seasoned clean white spruce, free from
knots and shakes, clench laid =5
finished thickness, 12 strakes each side,
§"lap, all bevel taken off lower strake—
except towards ends, and lands not
to be rounded off. The garboard and
sheer strakes may be of mahogany
orother hard wood if desired by owners.
Twolandfastenings (No. 14 coppernails,
roved) to be put between each pair of
timbers, in addition to the usual timber
nail.

TiMBERS.—To be of clean live rock elm,
steam bent, §” sided by 3" moulded,
spaced 7 centre to centre along keel
line. Faces of timbers to be slightly
rounded off. Timbers to run across
keel in one length from gunwale to gun-
wale where possible. The garboard to
be wedged under timbers, where
necessary, with elm wedges.

FLoors.—To be of English oak §" sided,
moulded to drawings, and spaced as
shown. To be joggled down to
planking, and fixed by a dead nail in
each strake, with a clenched nail in
each floor tip.

MAST STEP.—To be of oak, teak, or elm,
fitted out to skin and to stem, clenched
throuzh skin and screwed down to
stem.

GUNWALES.—To be of clean rock elm 13"
X 1", tapered to 2" fore and aft. Timber
heads to be joggled into gunwales and
clench fastened through each.

RISERs.—An elm riser 13" x 2, beaded on
edges to be fitted, below seats; and a
similar one round outer edgeofgratings.
To be clenched through each timber.

Tawarts—Two rowing thwarts to be fitted as shown, 73" x o
with a pair of knees each end. Mast thwart to be & x 1",
with lodging and hanging knees. Stern benches 2" thick, as
per plan, to be fitted with thwartship bearer, 2" x %", and pair
of stanchions to support same. All thwarts and benches to
be of oregon, pitch, or kauri pine, or of mahogany or teak.

BREASTHOOK, &c.—DBreasthook to be worked from a 1" oak crook,
nicely rounded on upper face to crop. Quarter knees of oak,
1" thick. Thwart knees of oak, " thick. All knees to be
grown crooks and free from sap and shakes.

PLATFORMS.—Bow platform to be of white spruce §” thick, ledged
up. Asshown on plan, main platforms to be batten gratings,
made up with tapered spruce laths 3" thick and 27" wide
amidships.

Ke TRrRANSOM.—To be of English elm, mahog-
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SUNDRIES.—The usual stretcher blocks and bars to be fitted for
stroke and bow thwarts, in elm, ash, or teak. Rowlock
chocks to be fitted as usual. Elm rubbing wales to be worked

il i

from ¥ x {", and bilge pieces from ¥’ x 2”, 6' long.
FASTENINGS.—To be of copper, brass, or yellow metal throughout.

CENTRE-BOARD.—To be a 1" mild steel plate, trimmed to dimen-
sions of detail drawing, with exposed edges sharpened back 3.
To be galvanised, and cleaned off after dipping to give a smooth
surface. The plate to be lifted by a " circ. flexible wire pen-
dant shackled to plate and running through a 23" single block
attached to forward sling bolt, with a purchase consisting of
two 21" single blocks and 1" manilla fall. The standing block
to shackle to an eye plate screwed to side of case, and the fall
to belay on a cleat at aft end of case.

RUDDER.—To be of English elm, mahogany, or teak, %" thick in
the blade and well tapered off towards the edges. The head
to have a pair of cheeks $” thick, well clenched up. A mortice
to be cut for tiller; and a tiller of ash or rock elm to be
provided, tapered from 13" x 1” and 3’ long, with handle end
neatly rounded up. The rudder hangings to be of an approved
pattern, in galvanized iron or polished gun metal, and properly
fitted.

FITTINGS.—Stemband to be of half round, ' X %", galvanized
iron or copper, with ornamental head to fix to breasthook. A
hole to be made through stem-head just below band to take
the shackle of halyard lead block.

Heelband to to be of galvanized iron or copper, 3" x 1, 12"
total length.

Ringbolts of galvanized iron or gunmetal, in stem and stern
posts, 3" shanks to rivet.

Davit slings to be fitted as shown in drawings, with 55" shank
eyebolts rivetted to plate washers let into underside of keel.
Chains to be {5", with long end links of %", all galvanized.
Brass plates to be fitted on stern seat and mast thwart,
that on the latter to take mast also.

Mainsheet horse to be fitted to quarter knees, as per detail
drawing, to be made of %" rod, galvanized iron or Muntz’s
metal, with stop and shoulder collars welded or sweated on,
and thread and nut for fixing each end.

Shroud plates, of galvanized iron or polished gunmetal, 6"
long under eye, to be fixed by screwing to timbers next aft
of mast. )

Cleats of approved pattern, in wood, galvanized iron, or metal,
to be screwed each side of centre-case for halyard and plate
purchase.

Belaying pins of galvanized iron, greenheart, or gunmetal
(2 in number) to be fitted to mast thwart for tack, etc.
Rowlocks, one pair with four sockets to be fitted in galvanized
iron or gunmetal, of approved pattern.

SpARs.—To be of clean white or silver spruce, made and fitted as
per detail drawings. To be varnished three coats.

SAIL.—Of union silk, as per plan, with stocking cover to take sail
and spars. Cover to be of waterproof or dressed canvas,
The class number of boat to be marked on sail as required.

R1GGING.—S/hrouds, one each side, to be of & circumference
plough steel wire rope, with eyes to drop over masthead, and
fitted with thimbles and hambro line landyards at lower ends.
Halyard of 131" manilla, single part, with whipped ends, and
a 27" block shackled to stem for lead. Tack of 1” manilla,
spliced round end of boom (with thimble seized in splice) and
set up to sling chain eye on mast thwart.

Mainsheet of 1" white cotton rope, with three 2} rope stropped
blocks as shown in drawings.
Strops, lacing, etc., as may be necessary.

FiNisH.—The whole of each boat, inside and out, to be varnished
four coats best yacht varnish. (Or, if desired by the owner,
the bottom to be painted three coats and finished with anti-
fouling composition or enamel externally, and to be painted
three coats internally). The name or number to be written in
gold leaf and shaded, on the transom or as may be required.

GEAR.—One pair suitable straight or spoon bladed sculls. Manilla
painter 3 fthms. X 12" circ. Manilla stern line 2 fthms. x 13"
circ. 6’ spruce boathook staff with galvanised iron or gun-
metal shoe. 8" galvanised bailer.

FiNnarry.—The whole, as specified, to be of the best quality as
regards materials and workmanship, and each boat to be
delivered complete in every respect after trial afloat under sail.

EXTRA GEAR (Optional).—Waterproof canvas boat cover, made to
fit properly and lace on over boat and spars.
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0dd Links

Mr. Campbell Muir has purchased the s.y. Firefly, 209 tons.

Mr. James Ross’ s.y. Glencairn left Cowes for Canada this week.

Mr. Seaward, of Bournemouth, has again chartered the s.y.
Ladybird.

Mr. E. R. Whitwell’s sy Vanadis has returned to the Solent
from the Mediterranean.

Mr. Hugh Andrews’s.y. Taurus has been fitted-out, and was
cruising in the Solent on Saturday.

Mr. Maldwin Drummond’s ketch Corisande, which has recently
had a motor engine installed, was joined by the owner last Thursday
for a cruise.

The s.y. Belinda, owned by Mr. Frederick Cox, commodore of
the Royal Southampton Y.C., and vice-commodore of the Castle
Y.C., is being fitted-out at Cowes.

Lord Ormonde’s ketch Mirage will hoist the flag of the com-
modore of the Royal Yacht Squadron once more this season, and
she is now being fitted-out at Cowes.

A scheme is under consideration for the dredging and general
improvement of Bembridge Harbour, 1.0,W., at a cost of some
£25,000. Assistance is being asked from the Development Board.

Lord Iveagh’s s.y. Ceto, after towing his Lordship’s schooner
Cetonia to a fresh berth in the harbour at Cowes last week, ran
foul of the schooner, whose cutter was completely smashed by the
Ceto’s bowsprit.

The 60-ton aux. yawl Nevada has been sold by Mr. Cyril H.
Potter, R.Y.S., to Mr. H. W. S. Chilcote, through the Solent
Yacht Agency, who have also disposed of Lord Howard de Walden'’s
fast motor launch Freak.

Lord Iveagh's sch. Cetonia left Cowes this week for Weymouth,
where Lord St. Aldwyn (who has chartered her for a few weeks)
and party will embark for a cruise to Guernsey. The yacht will
afterwards go on to Oban.

The Dowager Countess of Portarhngton’s s.y. Joyeuse has been
got ready at Cowes, and was joined this week by her ladyship for
a short cruise. This week-end the yacht goesround to Dover,
where the owner and party will embark for a cruise to Holland.

Mr. C. Napier Hemy, R.A., of Falmouth, has been appointed
marine painter to the Royal Yacht Squadron in succession to the late
Chevalier Edward de Martino. By virtue of his appointment Mr.
Henry becomes an honorary member of the Royal Yacht Squadron.

Mr. Maurice Pauwaert, assistant secretary of the Royal Sailing
Club, Ghent, writes kindly offering to give any assistance in his
power to English yachtsmen who may contemplate visiting Ghent
during the regattas or exhibition time. Mr. Pauwaert’s address is
37 Place du Dock, Ghent.

Newly Furnished, Redecorated and Extended.

THE ROYAL MARINE,
COWES, :

The most reasonable FIRST-CLASS HOTEL in the

ISLE OF WIGHT.

Commanding position facing Pier.
Accommodation for 100 Guests.
Unrivalled Views of the Solent.
Verandahs Facing the Sea.

RE-OPENED ON MAY 3rd.

Terms from 8/6 per Day during the height of Season,
and from 7/6 per Day during the quiet Season.
Special Terms during Regatta week.

APPLY FOR ILLUSTRATED BOOKLET AND TARIFF.
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